
 

 

Thermal Network Bullet Camera &Turret Camera  

Version: V5.5.34 build 211012 

Release Note 

(2021-10-12) 

 

1. Basic Information 

Firmware Version V5.5.34 build 211012 

SDK Version V6.1.6.25 build20201222 

Play Lib 7.3.9.50 Win32_Base_Build20210106 

iVMS-4200 V3.4.2.1 build20210111 

Web Component/Plugin 

Version 

V4.0.1.0 build 210226/3.0.7.40 

 

2. New Features 

2.1 Alarm Interval Editable 

Added Alarm Interval for temperature measurement, fire detection, and smoke 

detection.  

- You can set the Alarm Interval to reduce the alarms when fire/temperature 

alarms keep triggering. 

 

 Temperature measurement 

 
 



 

 Dynamic Fire alarm 

 
 

 Smoking Detection Alarm 

 

 

2.2 Alarm Host Configurable 

In Network > Advanced > Other, added Alarm Host IP and Port to set up alarm 

receiving center via SDK. 

 

 



 

2.3 Recording expiration 

In Storage > Schedule Settings > Record Schedule > Advanced, added Recording 

Expiration option and editable Expired Time. 

- Disabled by default 

- Expired Time Range: 1 to 90 days. 7 days by default. 

- Non-interacting configuration for two channels. 

 

 

2.4 Reflect Light Filter & Forklift Filter 

In Temperature Measurement > Basic Settings, added Reflect Light Filter and 

Forklift Filter. 

 

 

Notes  

 Reflect light filter is only applicable to bi-spectrum camera. 

 Forklift filter is conflict with VCA function. 

 



 

2.5 New Models 

Added models: DS-2TD2367-50/P, DS-2TD2367-75/P, DS-2TD2367-100/P. 

Note: Not support smoking detection. 

 

3. Optimized Features 

3.1 Tolerance Temperature Range Is Changed 

In Temperature > Advanced Settings > Expert Mode. 

- Extended the tolerance temperature range to 32°C. 

 

 

3.2 HTTP Listening Alarm Supports Up to 3 Servers 

In Network > Advanced Settings > Alarm Server 

- Expanded the HTTP listening alarm server from 1 to 3 servers. 

 

 

3.3 Optical Channel Performance Enhancement 

Improved the optical channel performance by adjusting default parameters. 



 

 

3.4 Email Address Length Expanded 

Expanded the email address length from 32 digit limitation to 64 digit limitation. 

 

3.5 VCA Enhancement 

- Enhanced the VCA performance and reduced animal false alarms. 

- Enhanced the intelligent stream recording. 

- Changed the duration range for VCA intrusion rule to 0 – 10. 

 

- Default target type is changed to Human. 

 

 

3.6 Smoking Detection Enhancement 

Enhanced smoking detection performance, so that thermal jug will not trigger 

alarm. 

 

4. Supported Product List 



 

DS-2TD1117-2/P DS-2TD1217-2/P DS-2TD2117-3/P DS-2TD2617-3/P 

DS-2TD1117-3/P DS-2TD1217-3/P DS-2TD2117-6/P DS-2TD2617-6/P 

DS-2TD1117-6/P DS-2TD1217-6/P DS-2TD2117-10/P DS-2TD2617-10/P 

DS-2TD1117-2/PA DS-2TD1217-2/PA DS-2TD2117-3/PA DS-2TD2617-3/PA 

DS-2TD1117-3/PA DS-2TD1217-3/PA DS-2TD2117-6/PA DS-2TD2617-6/PA 

DS-2TD1117-6/PA DS-2TD1217-6/PA DS-2TD2117-10/PA DS-2TD2617-10/PA 

DS-2TD1217T-2/PA  DS-2TC1217-2/PA DS-2TD2617T-3/PA 

DS-2TD1217T-3/PA  DS-2TC1217-3/PA DS-2TD2617T-6/PA 

DS-2TD1217T-6/PA  DS-2TC1217-6/PA DS-2TD2617T-10/PA 

DS-2TD2117-3/PI DS-2TD2117-3/PAI DS-2TD2617-3/PI DS-2TD2617-3/PAI 

DS-2TD2117-6/PI DS-2TD2117-6/PAI DS-2TD2617-6/PI DS-2TD2617-6/PAI 

DS-2TD2117-10/PI DS-2TD2117-10/PAI DS-2TD2617-10/PI DS-2TD2617-10/PAI 

DS-2TD2137-4/P DS-2TD2137-15/P DS-2TD2637-10/P DS-2TD2637-35/P 

DS-2TD2137-7/P DS-2TD2137-25/P DS-2TD2637-15/P DS-2TD2137T-4/P 

DS-2TD2137-10/P DS-2TD2137-35/P DS-2TD2637-25/P DS-2TD2137T-7/P 

DS-2TD2637T-10/P DS-2TD2637T-15/P   

DS-2TD2137-4/PI DS-2TD2137-15/PI DS-2TD2637-10/PI DS-2TD2637-35/PI 

DS-2TD2137-7/PI DS-2TD2137-25/PI DS-2TD2637-15/PI  

DS-2TD2137-10/PI DS-2TD2137-35/PI DS-2TD2637-25/PI  

DS-2TD2137-4/PY DS-2TD2137-7PY DS-2TD2137-10/PY DS-2TD2137-15/PY 

DS-2TD2137-25/PY DS-2TD2137-35/PY   

DS-2TD2667-15/PY DS-2TD2667-25/PY DS-2TD2667-35/PY  

DS-2TD2167-7/P DS-2TD2167-15/P DS-2TD2167-25/P DS-2TD2167-35/P 

DS-2TD2667-15/P DS-2TD2667-25/P DS-2TD2667-35/P DS-2TD2167T-7/P 

DS-2TD2667T-15/P DS-2TD2367-50/P DS-2TD2367-75/P DS-2TD2367-100/P 

DS-2TD2167-7/PI DS-2TD2167-15/PI DS-2TD2167-25/PI DS-2TD2167-35/PI 

DS-2TD2667-15/PI DS-2TD2667-25/PI DS-2TD2667-35/PI  

 



 

5. Third-party Integration 

 

6. Client and Platform Compatibility  

 

 

Customer Impact and Recommended Action 

This update refers to function/compatibility improvement and will take effect 

automatically after the Date of Change. We are very sorry for any inconvenience of 

use-habit changes caused by this action. 

For any questions and request for this firmware, please contact our local technical 

support team. 



 

 

 

 

Remarks: 

 Hikvision reserves the right to change, alter or withdraw the above notification without prior 

notice. 

 Product design and specifications are subject to change without prior notice. 

 The Hikvision firmware may contain errors known as errata which may cause the product to 

deviate from published specifications. Current characterized errata are available on request. 

 Hikvision is not liable for any typing or printing errors. 

 

 

 

 

 

 

 

 

 

 

 

Hikvision Digital Technology CO., Ltd. 

No. 555 Qianmo Road, Binjiang District, Hangzhou 

310051, China 

Tel: +86-571-8807-5998 

FAX: +86-571-8993-5635 

Email: overseabusiness@hikvision.com 
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